
QickSert CRTM Plug QXP_XP
Specification Sheet

Tag ____________

Engineering Specification: ZurnPEX® QickSert CR™ plastic
test plug. The QXP_XP is molded from Acetal and is designed to
be a TEMPORARY test plug for pressure testing ONLY.

Accessories
___ QCLP2X      3/8" QickClamp™ Crimp Ring
___ QCLP3X      1/2" QickClamp™ Crimp Ring
___ QCLP4X      3/4" QickClamp™ Crimp Ring
___ QCLP5X      1" QickClamp™Crimp Ring
___ QCR2X        3/8" Copper Crimp Ring
___ QCR3X        1/2" Copper Crimp Ring
___ QCR4X        3/4" Copper Crimp Ring
___ QCR5X        1" Copper Crimp Ring

Dimensional Data: Inches and [mm] are subject to manufacturing tolerances and change without notice.

P art Nu m b er Des crip tion 'A' 'B ' 'C ' 'D'
QXP2XP 3/8" PE X B a rb  Plug 0 .345" [8.8] 0.50" [12 .7 ] 0 .75" [19.1 ] 0.12" [3.1 ]
QXP3XP 1/2" PE X B a rb  Plug 0 .471" [12 .0 ] 0.63" [16 .0 ] 0 .83" [21.1 ] 0.13" [3.2 ]
QXP4XP 3/4" PE X B a rb  Plug 0 .667" [16 .9 ] 0.81" [20 .6 ] 0 .75" [19.1 ] 0.13" [3.2 ]
QXP5XP 1" PEX B a rb P lu g 0 .856" [21 .7 ] 0.99" [25 .1 ] 0 .92" [23.4 ] 0.14" [3.6 ]
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